(19) REPUBLIC OF FRANCE 

NATIONAL INSTITUTE OF 
INDUSTRIAL PROPERTY 



PARIS 



(12) 



(22) Filing Date: 11/18/98. 
(30) Priority: 

(43) Release date of the petition to the 
public: 06/23/00 bulletin 00/25. 

(56) List documents mentioned in the 
preliminary research report: This latter has 
not been established on the publication date of 
the application. 

(60) references to other related national 
documents: 



(11) Publication N° 2 7H7 298 

(use only for reproduction orders) 

(21) National registration No. 98 14680 
(51) Int Cf : A4I D 13/00,A41 B9/12 

Al 



(71) Applicants(s): GOMARD FRANCOIS- 
FR. 



(72) lnventor(s): GOMARD FRANCOIS - 
FR 

(73) Holder(s): 

(74) Agent(s): 



APPLICATION FOR INVENTION PATENT 



(54) PROTECTIVE UNDER-GARMENT 

(57) Device to absorb blows and contacts. 

The invention relates to a device to 
allow reducing shocks and impacts at the 
time of sports competition or practices 

It consists of a double-walled body 
undergarment in which plates of visco - 
elastic absorbent materials are inserted 
and immobilized by stitching. 

The undergaraient is itself produced in 
a fabric with elastic fiber, thus permitting 
it to hug the body closely. 

The device, according to the invention, 
is more specifically intended for use in a 
sports environment, particularly contact 
sports (rugby, for example) 



This invention relates to a device to absorb shocks and to protect an athlete 
at the time of the physical contact in training or competition 

The repetition of practice, frequency of matches, and demand for results increase 
the risk of injuries. 

Some devices cover a defined body zone and only partially protect it. 

The device according to the invention provides a solution for this 
drawback. It includes, among other features, an undergarment which hugs the 
body. The nature of the fabric itself used, elastic both in slay and pick, permits 
stretching of the fiber in all dimensions; fiirthermore, the article is constructed of 
double-walled fabric and permits insertion of a shock- and pressure-absorbent 
visco-elastic material at specific places. 

According to the specific modes of realization: 

- Undergarments are produced in the size ranges traditionally used in the 
production of sport articles; 

- The absorbent materials follow the same sizing rule. 

The attached drawings illustrate the invention. 

Figure 1 represents the undergarment in firont view and the 
incorporated device. 

Figure 2 represents the undergarment in back view and the 
incorporated device. 



Figure 3 represents the seven referenced visco-elastic plate 
elements: 

3,1 and 3 lb, 3.2 and 3 2b, 3.3, 3.4, 3.5 used. 

The S5anmetrical elements 3.1 and 3.1b respectively protect the right and left 
humeral head. 

The symmetrical elements 3.2 and 3.2b (in one piece) cover the scapula, 
acromioclavicular joint, and right and left pectorals. 

The element 3.3, with its lower shape, covers the false ribs and with its upper 
form, the sternum and first fixed ribs 

The element 3.4 protects the dorsal spine as well as the lower cervicals. 

Finally, the element 3.5 covers the dorsal and lumbar vertebrae and, more 
specifically, the dorsal-lumbar juncture. 
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SOUS-MAILLOT DE PROTECTION. 



Dispositif pour amortir les chocs et contacts. 
L'invention concerne un dispositif permettant de reduire 
les chocs et impacts lors de competition ou entramements 
sportifs 

II est constltue d'un sous-maillot de corps a double pa- 
rois dans lesquelles on insere et immobilise par couture des 
plaques de materiaux visco-elastique amortissantes. 

Le sous-maillot est lui-meme confectionne dans un tissu 
avec fibre elastique penmettant ainsi de bien epouser les 11- 
gnes du corps. 

Le dispositif suivant l'invention est destine ^ I'utillsation 
en milieu sportif plus particuli^rement dans les sports de 
contacts (rugby par exempie). 
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La presente invention concerne un dispositif pour amortir les chocs, proteger un 
athlete lors des contacts physiques a TentraTnennent ou en competition. 

La repetition des entrainements. la frequence acceleree des matchs. Tobligation de 
resultats augmentent le risque de blessures. 

Certains dispositifs recouvrent une zone definie du corps et ne protegent que 
partiellenr\ent celui-ci. 

Le dispositif suivant rinvention permet de remedier a cet inconv6nient. II comporte 
entre autres caracteristiques celle d'etre un sous-maillot qui epouse la forme du corps. La 
nature meme du tissu utilise, elastique en chaine et en trame permet une extension de la 
fibre dans toutes ses dimensions. Par ailleurs, Tartide construit en double parois permet 
d'inserer a des endroits precis un materiau visco-elastique absorbant les chocs et pressions. 

Selon des modes particuliers de realisation : 

- les sous-maillots s'inscrivent dans la loi de gradation de taille traditionnellement 
utilisee dans la confection des articles de sport ; 

- les materiaux absorbants suivent la m§me loi de gradation. 
Les dessins annexes illustrent rinvention. 

La figure O repr6sente le sous-maillot en vue de face et le dispositif integre. 
La figure © repr6sente le sous-maillot en vue de dos et le dispositif integre. 
La figure © represente les sept elements plaques visco-elastique reperes : 
©.1 et ©.1b. ©.2 et ©.2b, ©.3. © 4. ©.5 utilises. 
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Les elements symetriques €).1 et ©.1b protegent respectivement la tete humerale 
droite et gauche. 

Les elements symetriques © 2 et ©.2b (d'une seule piece) couvrent a la fois 
omoplate, articulation acromio-claviculaire et pectoral droit et gauche. 

L'element ©.3. par sa forme inferieure. couvre les cotes flottantes et sa forme 
superieure le sternum et premieres cotes fixes. 

Leiement ©.4 protege le rachis dorsal ainsi que le bas des cervicales. 

Enfin, I'eiement © 5 couyre les vertebres dorsales et iombaires et plus 
particulierement la charniere dorso-lombaire. 
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Disposttif pour amortir les chocs. 

Dispositif suivant revendication ® en ce que les elements ©1 a ®.5 sont 
un materiau visco-6lastique absorbant. 

Dispositif suivant la revendication (D en ce que les elements €>.1 a ©.5 
sont precisement places sur les regions du corps sensibles et exposees en 
milieu sportif , notamment tous sports de contact. 

Dispositif suivant la revendication ® en ce que I'ensemble des elements 
sous-maillot et ©.1 a ©.5 sont solidaires. 
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FIGURE 2 



©.1 ©.2 ©.2b ©.1b 
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FIGURE 3 
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